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HOSE CLAMPS



V-BAND CLAMP

QUICK RELEASE V-BAND CLAMP

V-BAND 
COUPLING CLAMP

WORM DRIVE
V-BAND CLAMP

DIESEL PARTICULATE 
FILTER (DPF) V-BAND CLAMP

V-CLAMP WITH 
CONNECTING LINK

FLOATING BRIDGE
T-BOLT CLAMP

FIXED BRIDGE
T-BOLT CLAMP

HEAVY DUTY FIXED
BRIDGE T-BOLT CLAMP

DOUBLE T-BOLT
RECTANGULAR CLAMP

T-BOLT CLAMP

SADDLE TYPE QUICK
RELEASE V-BAND CLAMP

LATCH TYPE QUICK
RELEASE V-BAND CLAMP

QUICK RELEASE V-BAND 
CLAMP (EUROPEAN DESIGN)

SPRING LOADED T-BOLT CLAMP

HEAVY DUTY SPRING
LOADED T-BOLT CLAMP

DOUBLE T-BOLT
OBLONG CLAMP 

SPRING LOADED
T-BOLT CLAMP



WORM DRIVE CLAMP

WORM DRIVE CLAMP

CUSTOMIZED CLAMP

V-PROFILE CLAMP P-CLAMP SCREW CLAMP BARREL CLAMP

NO HUB
COUPLING CLAMP

REDUCER FLEXIBLE
COUPLING

STRAIGHT FLEXIBLE
COUPLING

SS WORM 
DRIVE CLAMP

SS MINI CLIP DUAL BRIDGE SS
WORM DRIVE CLAMP

SS WORM DRIVE
CLAMP (LINER)

CONSTANT TENSION
WORM DRIVE CLAMP

QUICK RELEASE
WORM DRIVE CLAMP

HEAVY DUTY SS
WORM DRIVE CLAMP

HEAVY DUTY CONSTANT
TENSION WORM DRIVE CLAMP

MS WORM
DRIVE CLAMP

SS WORM DRIVE CLAMP 
(1-WAY SERRATED)

SPRING INSERT
WORM DRIVE CLAMP

SS WORM DRIVE CLAMP 
(2-WAY SERRATED)

SS WORM DRIVE
SLOTTED CLAMP



Worm Drive Mini Clip
Page no.:- 05

Design Type Ordering Code: WM

Worm Drive Serrated Clamp
Page no. :- 06

Design Type Ordering Code: WN

Stainless Steel Worm Drive Clamp
Page no.:- 07

Design Type Ordering Code: WP

Worm Drive Lined Clamp
Page no.:- 08

Design Type Ordering Code: WL

Formed Thread Worm Drive Clamp (One Way)
Page no.:- 09

Design Type Ordering Code: FS

Heavy Duty Worm Drive Clamp
Page n.:- 12

Design Type Ordering Code: WH

Spring Insert Worm Drive Clamp
Page no.:- 11

Design Type Ordering Code: SFS/SFD

Constant Tension Worm Drive Clamp
Page no.:- 13

Design Type Ordering Code: WC

Constant Tension Worm Drive Clamp
Page no.:- 14

Design Type Ordering Code: WCL

Constant Tension Heavy Duty Worm Drive Clamp
Page no.:- 15

Design Type Ordering Code: WT

Constant Tension Heavy Duty Worm Drive Clamp
Page no.:- 16

Design Type Ordering Code: WTL

Formed Thread Worm Drive Clamp (Two Way)
Page no.:-  10

Design Type Ordering Code: FD



Quick Release Worm Drive Clamp
Page no.:- 17

Design Type Ordering Code: WQ

Page no.:- 25

Design Type Ordering Code: DTV

T-Bolt Clamp with Fixed Bridge
Page no.:- 19

Design Type Ordering Code:TX

Spring Loaded T-Bolt Clamp
Page no.:- 21

Design Type Ordering Code: TS

Heavy Duty Spring Loaded T-Bolt Clamp
Page no.:- 22

Design Type Ordering Code: HTS

Barrel Clamp 
Page no.:- 23

Design Type Ordering Code: BC

One Ear Clamp
Page no.:- 23

Design Type Ordering Code: OE

Screw Clamp
Page no.:- 18

Design Type Ordering Code: SC

Page no.:- 20

Design Type Ordering Code: TL

Quick Release V-Band Clamp (European Design)
Page no.:- 32

Design Type Ordering Code: AVB

V-Band Clamp
Page no.:- 26-31

Coupling
Page no.:- 24

Design Type Ordering Code: CA



Design Type Ordering Code : WM

Ordering Code
M01
M02

M07

All parts
Band & Housing
Screw
Band & Housing
Screw

:
:
:
:
:

SS 301 / 304
SS 301 / 304
Plated Carbon Steel
SS 201 / 202
Plated Carbon Steel

Ordering Code

B09 Band
Housing

:
:

8 mm  (0.31”)
10 mm  (0.4”)

UPC code can be made available on request.

 Size
Ordering Code

02
04
05
06
08
10
12

SAE
Sizes

Min Dia
(in)

Max Dia
(in)

Min Dia
(mm)

Max Dia
(mm)

-
04
05
06
08
10
12

1/4
5/16
5/16
5/16
7/16
1/2

9/16

1/2
5/8
3/4
7/8
1

1-1/16
1-1/4

6
6
8
8

11
13
14

12

19
22
25
27
32

16

Example for Ordering Code

WM M01 B09 06

Design Type

Material Grade

 Size

Band width (BW) & Housing width (HW)

 Sizes as per SAE Standard

Ref. standard: SAE J1508 Type “M”

• Suitable small hose diameter

• Generally used for Emission control,
fuel line, vacuum hoses.



DN equivalent
W4 All parts : SS 301 / 304

Ordering Code

B11

B15

Band
Housing
Band
Housing

:
:

12.5 mm max. (0.50”)
16 mm max. (0.63”)

:
:

9 mm
12.5 mm max.

UPC code can be made available on request.

 size ordering codes vary as per SAE & IS/BS sizes.

 Size
Ordering Code

J000
J00M
J00
J0

J100S
J0X
J1A

J137S
J1

J1X
J45A
J2A
J2

J2X
J3

J75A
J3X
J4

J4X
J110A

J5
J5X
J6

J575 S
J6X

IS / BS
Sizes

Min Dia
(in)

Max Dia
(in)

Min Dia
(mm)

Max Dia
(mm)

12
16
20
22
25
28
30
35
38
40
45
50
55
60
70
75
80
90

100
110
115
120
130
145
160

0.354
0.433
0.512
0.630
0.709
0.787
0.866
0.984
1.181
1.181
1.378
1.496
1.654
1.772
1.969
2.165
2.362
2.756
3.150
3.543
3.740
3.937
4.331
4.921
5.512

0.472
0.630
0.787
0.866
0.984
1.102
1.181
1.378
1.496
1.575
1.772
1.969
2.165
2.362
2.756
2.953
3.150
3.543
3.937
4.331
4.528
4.724
5.118
5.709
6.299

9
11
13
16
18
20
22
25
30
30
35
38
42
45
50
55
60
70
80
90
95

100
110
125
140

12

20
22
25
28
30
35
38
40
45
50
55
60
70
75
80
90

100
110
115
120
130
145
160

16

Example for Ordering Code

WN M01 B11 J000

Design Type

Material Grade

 Size

Band width (BW) & Housing width (HW)

Ordering Code
M01

W1
W3
W1
W5

All parts
All parts
All parts
All parts

:
:
:
:

Plated Carbon Steel
SS 430
Galvanized Steel
SS 316

M11
M09
M19
M06

Note: Clamps below dia 22 mm are made as per B15 ordering code. 

 sizes as per IS/BS Standard

Ref. standard: BS5315
• Stainless and carbon steel material
• Trivalent & hexavalent passivized zinc

•

Design Type Ordering Code : WN



Ordering Code
M01
M02

M03
M04
M06
M07

M13

M14

M17

M18

All parts
Band & Housing
Screw
Band & Housing
Screw
Band & Housing
All parts
Band & Housing
Screw
Band 
Housing & Screw
Band & Housing
Screw
Band
Housing & Screw
Band
Housing
Screw

:
:
:
:
:
:
:
:
:
:
:
:
:
:
:
:
:
:

SS 301 / 304
SS 301 / 304
Plated Carbon Steel
SS 301 / 304
SS 410
SS 201 / 202
SS 316
SS 201 / 202
Plated Carbon Steel
SS 201 / 202
Plated Carbon Steel
SS 201 / 202
SS 410
SS 301 / 304
Plated Carbon Steel
SS 202
SS 201
Plated Carbon Steel

Ordering Code

B01

B02

B03

B15

Band
Housing
Band
Housing
Band
Housing
Band
Housing

:
:

12.7 mm  (0.5”)
15.5 mm  (0.61”)

:
:
:
:
:
:

14 mm     (0.55”)
16.5 mm  (0.65”)
16 mm     (0.63”)
18.5 mm  (0.73”)
9 mm
12.5 mm

UPC code can be made available on request.

Jolly size ordering codes vary as per SAE & IS/BS sizes.

 Size
Ordering Code

06
08
10

12
16
20
24
28
32
36
40
44
48
52
56
60
64
72
80
88
96

104

SAE
Sizes

Min Dia
(in)

Max Dia
(in)

Min Dia
(mm)

Max Dia
(mm)

06
08
10
12
16
20
24
28
32
36
40
44
48
52
56
60
64
72
80
88
96

104

7/16
7/16
1/2
1/2

11/16
3/4
1

1 1/4
1 1/2
1 3/4

2
2 1/4
2 1/2
2 3/4

3
3 1/4
2 1/2

3
3 1/2

4
4 1/2

5

25/32
1

1 1/16
1 1/4
1 1/2
1 3/4

2
2 1/4
2 1/2
2 3/4

3
3 1/4
3 1/2
3 3/4

4
4 1/4
4 1/2

5
5 1/2

6
6 1/2

7

11.2
11
13
13
18
19
25
32
38
44
51
57
64
70
76
83
64
76
89

102
114
127

19.8
25
27
32
38
44
51
57
63
70
76
82
89
95

101
108
114
127
140
152
165
178

 size ordering codes vary as per SAE & IS/BS sizes.  
sizes as per IS/BS Standard

 Size
Ordering Code

J000
J00M
J00
J0

J100S
J0X
J1A

J137S
J1

J1X
J45A
J2A
J2

J2X
J65A

J3
J75A
J3X
J4

J4X
J110A

J5
J5X
J6

J575 S
J6X

IS / BS
Sizes

Min Dia
(in)

Max Dia
(in)

Min Dia
(mm)

Max Dia
(mm)

12
16
20
22
25
28
30
35
38
40
45
50
55
60
65
70
75
80
90

100
110
115
120
130
145
160

0.354
0.433
0.512
0.630
0.709
0.787
0.866
0.984
1.181
1.181
1.378
1.496
1.654
1.772
1.772
1.969
2.165
2.362
2.756
3.150
3.543
3.740
3.937
4.331
4.921
5.512

0.472
0.630
0.787
0.866
0.984
1.102
1.181
1.378
1.496
1.575
1.772
1.969
2.165
2.362
2.559
2.756
2.953
3.150
3.543
3.937
4.331
4.528
4.724
5.118
5.709
6.299

9
11
13
16
18
20
22
25
30
30
35
38
42
45
45
50
55
60
70
80
90
95

100
110
125
140

12

20
22
25
28
30
35
38
40
45
50
55
60
65
70
75
80
90

100
110
115
120
130
145
160

16

Example for Ordering Code

WP M01 B03 06

Design Type

Material Grade

 Size

Band width (BW) & Housing width (HW)

Ref. standard: SAE J1508 Type “F”
• Non- throbbing surfaces.
•

•

heavy industries.

Design Type Ordering Code : WP

Screw:SS 304

Size J00M to J1 not available in 16mm band 
width. sizes equivalent to SAE Standard

Size SAE 06 to SAE 16 not available in 16mm band width.



Design Type Ordering Code : WL

Ordering Code
M01
M02

M03
M04
M06
M07

M13

M14

M17

M18

All parts
Band & Housing
Screw
Band & Housing
Screw

All parts
Band & Housing
Screw
Band
Housing & Screw
Band & Housing
Screw

Band
Housing
Screw

:
:
:
:
:

:
:
:
:
:
:
:
:
:
:
:
:

SS 301 / 304
SS 301 / 304
Plated Carbon Steel
SS 301 / 304
SS 410

SS 316
SS 201 / 202
Plated Carbon Steel
SS 201 / 202
Plated Carbon Steel
SS 201 / 202
SS 410
SS 301 / 304
Plated Carbon Steel
SS 202
SS 201
Plated Carbon Steel

Ordering Code

B01

B02
B03

B15

Band
Housing
Band
Housing
Band
Housing
Band
Housing

:
:

12.7 mm  (0.5”)
15.5 mm  (0.61”)

:
:
:
:
:
:

14 mm     (0.55”)
16.5 mm  (0.65”)
16 mm     (0.63”)
18.5 mm  (0.73”)
9 mm
12.5 mm

UPC code can be made available on request.

 Size
Ordering Code

20
24
28

32
36
40
44
48
52
56
60
64
72

SAE
Sizes

Min Dia
(in)

Max Dia
(in)

Min Dia
(mm)

Max Dia
(mm)

1 1/8
1 1/4

1 5/16
1 9/16

1 13/16
2 1/16
2 5/16

1 3/4
2

2 1/4
2 1/2
2 3/4

3
3 1/4
3 1/2

29
32
33
40
46
52
59
65

44
51
57
63
70
76
82
89

 sizes as per IS/BS Standard
 Size

Ordering Code
J1X

J45A
J2A
J2

J2X
J65A

J3
J75A
J3X
J4

J4X
J110A

J5
J5X
J6

J575 S
J6Z

IS / BS
Sizes

Min Dia
(in)

Max Dia
(in)

Min Dia
(mm)

Max Dia
(mm)

90
100
110
115
120
130
145
160

2.756
3.150
3.543
3.740
3.937
4.331
4.921
5.512

3.543
3.937
4.331
4.528
4.724
5.118
5.709
6.299

70
80
90
95

100
110
125
140

90
100
110
115
120
130
145
160

Example for Ordering Code

WL M01 B03 20

Design Type

Material Grade

Size

Band width (BW) & Housing width (HW)

 size ordering codes vary as per SAE & IS/BS sizes. 
Underlap / liner can be given for clamp above 38 mm

 sizes as per SAE Standard

Band
Housing & Screw

40
45
50
55
60
65
70
75

1.181
1.378
1.496
1.654
1.772
1.772
1.969
2.165

1.575
1.772
1.969
2.165
2.362
2.559
2.756
2.953

30
35
38
42
45
45
50
55

40
45
50
55
60
65
70
75

80 2.362 3.150 60 80

20
24
28

32
36
40
44
48
52
56
60
64
72

2 9/16
2 13/16
3 1/16

3 9/16
4 1/16

3 3/4
4

4 1/4
4 1/2

5

72
78
84
91

103

95
101
108
114
127

3 9/16

Ref. standard: SAE J1508 Type “MX” 
• Incorporated Liner design.
•

hoses due to pierced threads.
•

Band & Housing : SS 201 / 202 Screw:SS 304



DN equivalent
W4 All parts : SS 301 / 304

Ordering Code
B11
B15

Band Width (BW)
Band

Band

: 13 mm max.
: 9.5 mm max.

Ordering Code
M01

W1
W3
W5

All parts
All parts
All parts

:
:
:

Plated Carbon Steel
SS 430
SS 316

M11
M09
M06

Note: Clamps below dia 22 mm can be made in B11 ordering code. 

Design Type Ordering Code : FS

UPC code can be made available on request.

size ordering codes vary as per SAE & IS/BS sizes.

 sizes
 Size

Ordering Code
J000
J00M
J00
J0

J100S
J0X
J1A

J137S
J1

J1X
J45A
J2A
J2

J2X
J3

J75A
J3X
J4

J4X
J110A

J5
J5X
J6

J575 S
J6X

Min Dia
(in)

Max Dia
(in)

Min Dia
(mm)

Max Dia
(mm)

0.354
0.433
0.512
0.630
0.709
0.787
0.866
0.984
1.181
1.181
1.378
1.496
1.654
1.772
1.969
2.165
2.362
2.756
3.150
3.543
3.740
3.937
4.331
4.921
5.512

0.472
0.630
0.787
0.866
0.984
1.102
1.181
1.378
1.496
1.575
1.772
1.969
2.165
2.362
2.756
2.953
3.150
3.543
3.937
4.331
4.528
4.724
5.118
5.709
6.299

9
11
13
16
18
20
22
25
30
30
35
38
42
45
50
55
60
70
80
90
95

100
110
125
140

12

20
22
25
28
30
35
38
40
45
50
55
60
70
75
80
90

100
110
115
120
130
145
160

16

Example for Ordering Code

FS M01 B11 06

Design Type

Material Grade

 Size

Band width (BW) & Housing width (HW)

Ref. standard: DIN 3017 - 1
• One sided threads on band surface.
• Smooth finish of inner surface.
• Eliminates damage to hose, in turn

ensuring leak proof joint.



DN equivalent
W4 All parts : SS 301 / 304

Ordering Code
B11
B15

Band Width (BW)
Band

Band

: 13 mm max.
: 9.5 mm max.

Ordering Code
M01

W1
W3
W5

All parts
All parts
All parts

:
:
:

Plated Carbon Steel
SS 430
SS 316

M11
M09
M06

Note: Clamps below dia 22 mm can be made in B11 ordering code. 

Design Type Ordering Code : FD

UPC code can be made available on request.

 size ordering codes vary as per SAE & IS/BS sizes.

 sizes

 Size

J000
J00M
J00
J0

J100S
J0X
J1A

J137S
J1

J1X
J45A
J2A
J2

J2X
J3

J75A
J3X
J4

J4X
J110A

J5
J5X
J6

J575 S
J6X

Min Dia
(in)

Max Dia
(in)

Min Dia
(mm)

Max Dia
(mm)

0.354
0.433
0.512
0.630
0.709
0.787
0.866
0.984
1.181
1.181
1.378
1.496
1.654
1.772
1.969
2.165
2.362
2.756
3.150
3.543
3.740
3.937
4.331
4.921
5.512

0.472
0.630
0.787
0.866
0.984
1.102
1.181
1.378
1.496
1.575
1.772
1.969
2.165
2.362
2.756
2.953
3.150
3.543
3.937
4.331
4.528
4.724
5.118
5.709
6.299

9
11
13
16
18
20
22
25
30
30
35
38
42
45
50
55
60
70
80
90
95

100
110
125
140

12

20
22
25
28
30
35
38
40
45
50
55
60
70
75
80
90

100
110
115
120
130
145
160

16

Example for Ordering Code
FD M01 B11 J000

Design Type

Material Grade

Size

Band width (BW) & Housing width (HW)

Ref. standard: DIN 3017 - 1 
• Economical version of serrated type

clamps.
•

hose.
•



DN equivalent
W4 All parts : SS 301 / 304

Ordering Code

B11 Band : 12.5 mm max. (0.50”)

UPC code can be made available on request.

size ordering codes vary as per SAE & IS/BS sizes.

Example for Ordering Code

SFS M01 B11 J000

Design Type

Material Grade

Size

Band width (BW) & Housing width (HW)

Ordering Code
M01

W3
W1

All parts
All parts

:
:

SS 430
Galvanized Steel

M09
M19

Size
Ordering Code

J100S
J0X
J1A

J137S
J1

J1X
J45A
J2A
J2

J2X
J3

J3X
J4

J4X
J110A

J5
J5X
J6

J575 S
J6X

IS / BS
Sizes

Min Dia
(in)

Max Dia
(in)

Min Dia
(mm)

Max Dia
(mm)

25
28
30
35
38
40
45
50
55
60
70

80
75

90
100
110
115
120
130
145
160

0.709
0.787
0.866
0.984
1.181
1.181
1.378
1.496
1.654
1.772
1.969

2.362
2.756
3.150
3.543

0.984
1.102
1.181
1.378
1.496
1.575
1.772
1.969
2.165
2.362
2.756

3.150

18
20
22
25
30
30
35
38
42
45
50

60

25
28
30
35
38
40
45
50
55
60
70

80
3.543
3.937
4.331

70
80
90

90
100
110

sizes as per IS/BS Standard

J75A

3.937
4.331
4.921
5.512

4.724
5.118
5.709
6.299

100
110
125
140

120
130
145
160

2.165

3.740

2.953 55 75

4.528 95 115

Ref. standard: SAE J1508 Type “SLFEO”

• Maintains constant band tension.

•

•

B15 Band : 9.5 mm max.

Note : Bridge & Spring are generally made in SS 301.

Design Type Ordering Code : SFS (One Way Serrated)
: SFD (Two Way Serrated)



Ordering Code
M01
M02

M03
M04
M06
M07

M14

All parts
Band & Housing
Screw
Band & Housing
Screw

All parts
Band & Housing
Screw
Band & Housing
Screw

:
:
:
:
:

:
:
:
:
:

SS 301 / 304
SS 301 / 304
Plated Carbon Steel
SS 301 / 304
SS 410

SS 316
SS 201 / 202
Plated Carbon Steel
SS 201 / 202
SS 410

Ordering Code

B02

Band Width (BW)

Band : 14 mm  (9/16”)

Design Type Ordering Code : WH

UPC code can be made available on request.

size ordering codes vary as per SAE & IS/BS sizes.

Example for Ordering Code

WH M01 B03 212

Design Type

Material Grade

Jolly Size

Band width (BW) & Housing width (HW)

Size
Ordering Code

212
262
312

362
412
462
512
562
612
662
712
762
812

SAE
Sizes

Closed Dia
(in)

Open Dia
(in)

1.250
1.750
2.250
2.750
3.250
3.750
4.250
4.750
5.250
5.750
6.250
6.750
7.250

2.125
2.625
3.125
3.625
4.125
4.625
5.125
5.625
6.125
6.625
7.125
7.625
8.125

31.75
44.45
57.15
69.85

95.25
107.95
120.65
133.35
146.05
158.75
171.45
184.15

53.980
66.680
79.380
92.080

117.480
130.180
142.880
155.600
168.280
180.980
193.680
206.380

 sizes as per IS/BS Standard

Size
Ordering Code

J1X
J45A
J2A
J2

J2X
J65A

J3
J75A
J3X
J4

J4X
J110A

J5
J5X
J6

J575 S
J6X

IS / BS
Sizes

Min Dia
(in)

Max Dia
(in)

Min Dia
(mm)

Max Dia
(mm)

sizes as per SAE Standard

Closed Dia
(mm)

Open Dia
(mm)

862
912

7.750
8.250

8.625
9.125

196.85
209.55

219.080
231.780

212
262
312

362
412
462
512
562
612
662
712
762
812
862
912

82.55 104.780

90
100
110
115
120
130
145
160

2.756
3.150
3.543
3.740
3.937
4.331
4.921
5.512

3.543
3.937
4.331
4.528
4.724
5.118
5.709
6.299

70
80
90
95

100
110
125
140

90
100
110
115
120
130
145
160

40
45
50
55
60
65
70
75

1.181
1.378
1.496
1.654
1.772
1.772
1.969
2.165

1.575
1.772
1.969
2.165
2.362
2.559
2.756
2.953

30
35
38
42
45
45
50
55

40
45
50
55
60
65
70
75

80 2.362 3.150 60 80

Ref. standard: SAE J1508 Type “HD”
•

• Can withstand at high torque and
pressure.

•

B03 Band : 16 mm  (5/8”)

Band & Housing : SS 201 / 202 Screw:SS 304



Ordering Code
M01
M02

M03
M04
M06
M07

M14

All parts
Band & Housing
Screw
Band & Housing
Screw

All parts
Band & Housing
Screw
Band & Housing
Screw

:
:
:
:
:

:
:
:
:
:

SS 301 / 304
SS 301 / 304
Plated Carbon Steel
SS 301 / 304
SS 410

SS 316
SS 201 / 202
Plated Carbon Steel
SS 201 / 202
SS 410

Ordering Code

B01

Band Width (BW)

Design Type Ordering Code : WC

UPC code can be made available on request.

size ordering codes vary as per SAE & IS/BS sizes.

Example for Ordering Code

WC M04 B01 32

Design Type

Material Grade

Size

Band width (BW) & Housing width (HW)

Size
Ordering Code

28
32
36

40
44
48

SAE
Sizes

Min Dia
(in)

Max Dia
(in)

1 1/4
1 1/2
1 3/4

2
2 1/4
2 1/2

33
39
45
52

65

57
63
70
76

89

sizes as per IS/BS Standard

 Size
Ordering Code

J1X
J45A
J2A
J2

J2X
J65A

J3
J75A
J3X
J4

J4X
J110A

J5
J5X
J6

J575 S
J6X

IS / BS
Sizes

Min Dia
(in)

Max Dia
(in)

Min Dia
(mm)

Max Dia
(mm)

90
100
110
115
120
130
145
160

2.756
3.150
3.543
3.740
3.937
4.331
4.921
5.512

3.543
3.937
4.331
4.528
4.724
5.118
5.709
6.299

70
80
90
95

100
110
125
140

90
100
110
115
120
130
145
160

40
45
50
55
60
65
70
75

1.181
1.378
1.496
1.654
1.772
1.772
1.969
2.165

1.575
1.772
1.969
2.165
2.362
2.559
2.756
2.953

30
35
38
42
45
45
50
55

40
45
50
55
60
65
70
75

sizes as per SAE Standard

Min Dia
(mm)

Max Dia
(mm)

58 82

Note: Belleville washers are generally made in high carbon steel unless special
requirement is specified. 

Band
Housing

:
:

12.7 mm (0.5”)
15.5 mm (0.61”)

80 2.362 3.150 60 80

28
32
36

40
44
48

2 1/4
2 1/2
2 3/4

3
3 1/4
3 1/2

Ref. standard: SAE J1508 Type “SLF” 

•

• Maintains constant band tension.

•

Band & Housing : SS 201 / 202 Screw:SS 304



Ordering Code
M01
M02

M03
M04
M06
M07

M14

All parts
Band & Housing
Screw
Band & Housing
Screw

All parts
Band & Housing
Screw
Band & Housing
Screw

:
:
:
:
:

:
:
:
:
:

SS 301 / 304
SS 301 / 304
Plated Carbon Steel
SS 301 / 304
SS 410

SS 316
SS 201 / 202
Plated Carbon Steel
SS 201 / 202
SS 410

Ordering Code

B01

Band Width (BW)

Design Type Ordering Code : WCL

UPC code can be made available on request.

size ordering codes vary as per SAE & IS/BS sizes.

Example for Ordering Code

WCL M04 B01 32

Design Type

Material Grade

 Size

Band width (BW) & Housing width (HW)

 Size
Ordering Code

28
32
36

40
44
48

SAE
Sizes

Min Dia
(in)

Max Dia
(in)

1 1/4
1 1/2
1 3/4

2
2 1/4
2 1/2

33
39
45
52

65

57
63
70
76

89

sizes as per IS/BS Standard

Size
Ordering Code

J1X
J45A
J2A
J2

J2X
J65A

J3
J75A
J3X
J4

J4X
J110A

J5
J5X
J6

J575 S
J6X

IS / BS
Sizes

Min Dia
(in)

Max Dia
(in)

Min Dia
(mm)

Max Dia
(mm)

90
100
110
115
120
130
145
160

2.756
3.150
3.543
3.740
3.937
4.331
4.921
5.512

3.543
3.937
4.331
4.528
4.724
5.118
5.709
6.299

70
80
90
95

100
110
125
140

40
45
50
55
60
65
70
75

1.181
1.378
1.496
1.654
1.772
1.772
1.969
2.165

1.575
1.772
1.969
2.165
2.362
2.559
2.756
2.953

30
35
38
42
45
45
50
55

sizes as per SAE Standard

Min Dia
(mm)

Max Dia
(mm)

58 82

Note: Belleville washers are generally made in high carbon steel unless special
requirement is specified. 

Band
Housing

:
:

12.7 mm (0.5”)
15.5 mm (0.61”)

80 2.362 3.150 60

28
32
36

40
44
48

2 1/4
2 1/2
2 3/4

3
3 1/4
3 1/2

90
100
110
115
120
130
145
160

40
45
50
55
60
65
70
75
80

Ref. standard: SAEJ 1508 Type “SLF”
•

•

eliminates leakages.

•

Band & Housing : SS 201 / 202 Screw:SS 304



Size
Ordering Code

212
262
312

362
412
462
512
562
612
662
712
762
812

SAE
Sizes

Closed Dia
(in)

Open Dia
(in)

1.250
1.750
2.250
2.750
3.250
3.750
4.250
4.750
5.250
5.750
6.250
6.750
7.250

2.125
2.625
3.125
3.625
4.125
4.625
5.125
5.625
6.125
6.625
7.125
7.625
8.125

31.75
44.45
57.15
69.85

95.25
107.95
120.65
133.35
146.05
158.75
171.45
184.15

53.980
66.680
79.380
92.080

117.480
130.180
142.880
155.600
168.280
180.980
193.680
206.380

Closed Dia
(mm)

Open Dia
(mm)

862
912

7.750
8.250

8.625
9.125

196.85
209.55

219.080
231.780

212
262
312

362
412
462
512
562
612
662
712
762
812
862
912

82.55 104.780

Ordering Code
M01
M02

M03
M04
M06
M14

All parts
Band & Housing
Screw
Band & Housing
Screw

All parts
Band & Housing
Screw

:
:
:
:
:

:
:
:

SS 301 / 304
SS 301 / 304
Plated Carbon Steel
SS 301 / 304
SS 410

SS 316
SS 201 / 202
SS 410

Ordering Code
B03

Band Width (BW)

Design Type Ordering Code : WT

UPC code can be made available on request.

Example for Ordering Code

WT M04 B03 212

Design Type

Material Grade

Size

Band width (BW) & Housing width (HW)

Band : 16 mm (5/8”)

Note: Belleville washers are generally made in SS-300 series unless special
requirement specified. 

sizes as per SAE Standard

Ref. standard: SAEJ 1508 Type “SLHD”

• Belleville spring mechanism.

•

•     

Band & Housing : SS 201 / 202 Screw:SS 304



Size
Ordering Code

212
262
312

362
412
462
512
562
612
662
712
762
812

SAE
Sizes

Closed Dia
(in)

Open Dia
(in)

1.250
1.750
2.250
2.750
3.250
3.750
4.250
4.750
5.250
5.750
6.250
6.750
7.250

2.125
2.625
3.125
3.625
4.125
4.625
5.125
5.625
6.125
6.625
7.125
7.625
8.125

31.75
44.45
57.15
69.85

95.25
107.95
120.65
133.35
146.05
158.75
171.45
184.15

53.980
66.680
79.380
92.080

117.480
130.180
142.880
155.600
168.280
180.980
193.680
206.380

 sizes as per SAE Standard

Closed Dia
(mm)

Open Dia
(mm)

862
912

7.750
8.250

8.625
9.125

196.85
209.55

219.080
231.780

212
262
312

362
412
462
512
562
612
662
712
762
812
862
912

82.55 104.780

Ordering Code
M01
M02

M03
M04
M06
M14

All parts
Band & Housing
Screw
Band & Housing
Screw

All parts
Band & Housing
Screw

:
:
:
:
:

:
:
:

SS 301 / 304
SS 301 / 304
Plated Carbon Steel
SS 301 / 304
SS 410

SS 316
SS 201 / 202
SS 410

Ordering Code
B03

Band Width (BW)

Design Type Ordering Code : WTL

UPC code can be made available on request.

Example for Ordering Code

WTL M04 B03 212

Design Type

Material Grade

Size

Band width (BW) & Housing width (HW)

Note: Belleville washers are generally made in SS-300 series unless special
requirement specified. 

Band : 16 mm (5/8”)

Ref. standard: SAE J1508 Type “SLHD”
•

•

• Maintains constant tension on band.

Band & Housing : SS 201 / 202 Screw:SS 304



UPC code can be made available on request.

Size
Ordering Code

72
88

104
116
128
136
152
188
248
344

Sizes Min Dia
(in)

Max Dia
(in)

Min Dia
(mm)

Max Dia
(mm)

2
2

2 7/8
1 3/4
2 1/4
1 3/4

2
2

1 3/4
1 3/4

5
6
7

7 3/4
8 1/2

9
10

12 1/4
16
22

51
51
73
45
45
45
51
51
44
44

127
152
178
197
216
228
254
311
406
559

72
88

104
116
128
136
152
188
248
344

Ordering Code
M01
M02

M03
M04
M06
M07

M14

All parts
Band & Housing
Screw
Band & Housing
Screw

All parts
Band & Housing
Screw
Band & Housing
Screw

:
:
:
:
:

:
:
:
:
:

SS 301 / 304
SS 301 / 304
Plated Carbon Steel
SS 301 / 304
SS 410

SS 316
SS 201 / 202
Plated Carbon Steel
SS 201 / 202
SS 410

Ordering Code

B04 Band
Housing

:
:

12.7 mm (0.5”)
19 mm    (0.74”)

Design Type Ordering Code : WQ

Example for Ordering Code

WQ M04 B04 72

Design Type

Material Grade

Size

Band width (BW) & Housing width (HW)

•

•

of hose diameters.
•

is necessary.

Band & Housing : SS 201 / 202 Screw:SS 304

Note: Ordering code M03 is  Standard available.



UPC code can be made available on request.

Ref. standard: SAE J1508 Type “D”

•

• Generally used for fuel and emission

lines.

Parts as per individual diameter and dimension can be made available.

Example for Ordering Code

SC M11 B12 23

Design Type

Material Grade

Size

Band width (BW)

Size

23
25
27
29
31
33
35
37
39
41
43
45
47
49
51
53
55

SAE
Sizes

Close Dia
(in)

Open Dia
(in)

Close Dia
(mm)

Open Dia
(mm)

0.53
0.59
0.66
0.75

0.72 13
0.78 15
0.84 17
0.91 18
0.97 20
1.03 21
1.09
1.16
1.22
1.28
1.34
1.41
1.47
1.53
1.59
1.66
1.72

23
25
26
27
28
30
32
33
35
37
38

18

21
23
25
26
28
29
31
33
34
36
37
39
40
42
44

20

sizes as per SAE Standard

Nom Dia
(in)
0.62
0.69
0.75
0.75

0.91
0.97
1.03
1.06
1.12
1.19
1.25
1.31
1.38
1.44
1.50

1.00
1.06
1.12
1.19
1.25
1.31
1.38
1.44
1.50
1.56
1.62

23
25
27
29
31
33
35
37
39
41
43
45
47
49
51
53
55

0.780.88
0.840.94

Design Type Ordering Code : SC

Ordering Code
M11 All parts are in Plated Carbon Steel

Ordering Code

B09

Band Width (BW)
Band : 8 mm  (0.31”)

B15 Band : 9 mm   (0.35”)



Design Type Ordering Code : TX

Ordering Code

M01 Band 
Trunion, T-Bolt & Nut

:
:

SS 301 / 304
SS 301 / 304

Ordering Code
B05 Band & Fix Bridge : 14 mm  (0.55”)

Example for Ordering Code

TX M01 B06 44

Design Type

Material Grade

 Size

Band width (BW)

M02

M05

M06

M07

M10

M15

M17

Band & Trunion
T-Bolt & Nut
Band 
Trunion, T-Bolt & Nut
Band 
Trunion, T-Bolt & Nut
Band & Trunion
T-Bolt & Nut
Band, T-Bolt,Trunion 
Nut

Band 
Trunion, T-Bolt, Nut

:
:
:
:
:
:
:
:
:
:
:
:
:
:

SS 301 / 304
Plated Carbon Steel
SS 201 / 202
Plated Carbon Steel
SS 316
SS 316
SS 201 / 202
Plated Carbon Steel
SS 201 / 202
Plated Carbon Steel
SS 301 / 304
Plated Carbon Steel
SS 301 / 304
Plated Carbon Steel

Band, T-Bolt,Trunion 
Nut

B06
B10

Band & Fix Bridge
Band & Fix Bridge

:
:

19 mm  (0.75”)
22.2 mm  (0.87”)

Band
Width Thickness

T-Bolt Size

14 mm
19 mm

22.2 mm
22.2 mm

0.65 mm
0.65 mm
0.65 mm
1.2 mm

M5
1.4”

5/16”
M8

T-Bolt in material SS 304, SS 410, AISI 15B25/AISI 1541

UPC code can be made available on request.

Ref. standard: SAE J1508 Type “TB”
• Broad bandwidth provides uniform

clamping force.
• Nyloc nut prevents loosening due to any

• Adaptable to different hose diameters.

sizes as per SAE Standard

Size
Ordering Code

16
20
24

28
32

36

40

SAE
Sizes

Min Dia
(in)

Max Dia
(in)

Min Dia
(mm)

Max Dia
(mm)

1 3/8
1 1/2
1 5/8

1 3/4
1 7/8

2

2 1/8

1 9/16
1 5/8
1 7/8

2
2 3/16

2 5/16

2 7/16

35.1
38.1
41.4

44.5
47.8

50.8

54.1

38.6

46

50.8
55.6

58.7

62

41.7
-
-
-

28
32

36

40

44
48
52

56
60
64
68
72

76

80
84
88
92

100

108

116
124
132

140

148
156
164

172

180
188
196
204
212
220
228
236
244

2 1/4
2 3/8
2 1/2

2 5/8
2 3/4
2 7/8

3
3 1/8

3 1/4

3 3/8
3 1/2
3 5/8
3 3/4

4

4 1/4

4 1/2
4 3/4

5

5 1/4

5 1/2
5 3/4

6

6 1/4

6 1/2
6 3/4

7
7 1/4
7 1/2
7 3/4

8
8 1/4
8 1/2

2 9/16
2 11/16
2 13/16

2 15/16
3 1/16
3 3/16
3 5/16
3 7/16

3 9/16

3 11/16
3 13/16
3 15/16
4 1/16

4 5/16

4 9/16

4 13/16
5 1/16
5 5/16

5 9/16

5 13/16
6 1/16
6 5/16

6 9/16

6 13/16
7 1/16
7 5/16
7 9/16

7 13/16
8 1/16
8 5/16
8 9/16

8 13/16

57.2
60.5
63.5

66.8
69.9
73.2
76.2
79.5

82.6

85.9
88.9
92.2
95.3

101.6

108

114.3
120.7
127

133.4

139.7
146.1
152.4

158.8

165.1
171.5
177.8
184.2
190.5
196.9
203.2
209.6
215.9

65
68.3
71.4

74.7
77.7
81

84.1
87.4

90.4

93.7
96.8

100.1
103.1

109.5

115.8

122.2
128.5
134.9

141.2

147.6
153.9
160.3

166.6

173
179.3
185.7
192

198.4
204.7
211.1
217.4
223.8

44
48
52

56
60
64
68
72

76

80
84
88
92

100

108

116
124
132

140

148
156
164

172

180
188
196
204
212
220
228
236
244

26

34

38

42

54

74

78

96

104

110
112

134

142
144
146

168

174

1 15/16 2 1/4 49.2 57.234

2 1/16 2 3/8 52.4 60.338

2 3/16 2 1/2 55.6 63.542

2 9/16 2 7/8 65.1 73.054

3 1/8 3 7/16 79.5 87.472

3 5/16 3 5/8 84.1 92.178

3 7/8 4 3/16 98.4 106.496

4 1/8 4 7/16 104.8 112.7104

4 5/16 4 5/8 109.5 117.5110
4 3/8 4 11/16 111.1 119.1112

5 1/16 5 3/8 128.6 136.5134

5 5/16 5 5/8 134.9 142.9142
5 3/8 5 11/16 136.5 144.5144

5 7/16 5 3/4 138.1 146.1146

6 1/8 6 7/16 155.6 163.5168

6 5/16 6 5/8 160.3 168.3174

42.5 45.5- 1 2/3 1 4/5



Design Type Ordering Code : TL

Ordering Code

M01 Band 
Trunion, T-Bolt & Nut

:
:

SS 301 / 304
SS 301 / 304

Ordering Code
B05 Band : 14 mm  (0.55”)

UPC code can be made available on request.

Example for Ordering Code

TL M01 B05 52

Design Type

Material Grade

Size

Band width (BW)

M02

M05

M06

M07

M10

M15

M17

Band & Trunion
T-Bolt & Nut
Band 
Trunion, T-Bolt & Nut
Band 
Trunion, T-Bolt & Nut
Band & Trunion
T-Bolt & Nut
Band, T-Bolt,Trunion 
Nut

Band 
Trunion, T-Bolt, Nut

:
:
:
:
:
:
:
:
:
:
:
:
:
:

SS 301 / 304
Plated Carbon Steel
SS 201 / 202
Plated Carbon Steel
SS 316
SS 316
SS 201 / 202
Plated Carbon Steel
SS 201 / 202
Plated Carbon Steel
SS 301 / 304
Plated Carbon Steel
SS 301 / 304
Plated Carbon Steel

Band, T-Bolt,Trunion 
Nut

B06
B10

Band
Band

:
:

19 mm  (0.75”)
22.2 mm  (0.87”) Band

Width Thickness
T-Bolt Size

14 mm
19 mm

22.2 mm
22.2 mm

0.65 mm
0.65 mm
0.65 mm
1.2 mm

M5
1.4”

5/16”/M8
5/16”/M8

T-Bolt in material SS 304, SS 410, 15B25/1541

: 16.5 mm  (0.65”)
:
:

22 mm  (0.87”)
25 mm  (0.98”)

Ref. standard: SAE J1508 Type “TB”
•

•

• Prevents hose Puckering and subsequent
seepage.

sizes as per SAE Standard
Size

Ordering Code
16
20
24

28
32

36

40

SAE
Sizes

Min Dia
(in)

Max Dia
(in)

Min Dia
(mm)

Max Dia
(mm)

1 3/8
1 1/2
1 5/8

1 3/4
1 7/8

2

2 1/8

1 9/16
1 5/8
1 7/8

2
2 3/16

2 5/16

2 7/16

35.1
38.1
41.4

44.5
47.8

50.8

54.1

38.6

46

50.8
55.6

58.7

62

41.7
-
-
-

28
32

36

40

44
48
52

56
60
64
68
72

76

80
84
88
92

100

108

116
124
132

140

148
156
164

172

180
188
196
204
212
220
228
236
244

2 1/4
2 3/8
2 1/2

2 5/8
2 3/4
2 7/8

3
3 1/8

3 1/4

3 3/8
3 1/2
3 5/8
3 3/4

4

4 1/4

4 1/2
4 3/4

5

5 1/4

5 1/2
5 3/4

6

6 1/4

6 1/2
6 3/4

7
7 1/4
7 1/2
7 3/4

8
8 1/4
8 1/2

2 9/16
2 11/16
2 13/16

2 15/16
3 1/16
3 3/16
3 5/16
3 7/16

3 9/16

3 11/16
3 13/16
3 15/16
4 1/16

4 5/16

4 9/16

4 13/16
5 1/16
5 5/16

5 9/16

5 13/16
6 1/16
6 5/16

6 9/16

6 13/16
7 1/16
7 5/16
7 9/16

7 13/16
8 1/16
8 5/16
8 9/16

8 13/16

57.2
60.5
63.5

66.8
69.9
73.2
76.2
79.5

82.6

85.9
88.9
92.2
95.3

101.6

108

114.3
120.7
127

133.4

139.7
146.1
152.4

158.8

165.1
171.5
177.8
184.2
190.5
196.9
203.2
209.6
215.9

65
68.3
71.4

74.7
77.7
81

84.1
87.4

90.4

93.7
96.8

100.1
103.1

109.5

115.8

122.2
128.5
134.9

141.2

147.6
153.9
160.3

166.6

173
179.3
185.7
192

198.4
204.7
211.1
217.4
223.8

44
48
52

56
60
64
68
72

76

80
84
88
92

100

108

116
124
132

140

148
156
164

172

180
188
196
204
212
220
228
236
244

26

34

38

42

54

74

78

96

104

110
112

134

142
144
146

168

174

1 15/16 2 1/4 49.2 57.234

2 1/16 2 3/8 52.4 60.338

2 3/16 2 1/2 55.6 63.542

2 9/16 2 7/8 65.1 73.054

3 1/8 3 7/16 79.5 87.472

3 5/16 3 5/8 84.1 92.178

3 7/8 4 3/16 98.4 106.496

4 1/8 4 7/16 104.8 112.7104

4 5/16 4 5/8 109.5 117.5110
4 3/8 4 11/16 111.1 119.1112

5 1/16 5 3/8 128.6 136.5134

5 5/16 5 5/8 134.9 142.9142
5 3/8 5 11/16 136.5 144.5144

5 7/16 5 3/4 138.1 146.1146

6 1/8 6 7/16 155.6 163.5168

6 5/16 6 5/8 160.3 168.3174

42.5 45.5- 1 2/3 1 4/5



Size
Ordering Code

28
32

36

40

SAE
Sizes

Min Dia
(in)

Max Dia
(in)

Min Dia
(mm)

Max Dia
(mm)

1 3/4
1 7/8

2

2 1/8

2
2 3/16

2 5/16

2 7/16

44.5
47.8

50.8

54.1

50.8
55.6

58.7

62

28
32

36

40

44
48
52

56
60
64
68
72

76

80
84
88
92

100

108

116
124
132

140

148
156
164

172

180
188
196
204
212
220
228
236
244

2 1/4
2 3/8
2 1/2

2 5/8
2 3/4
2 7/8

3
3 1/8

3 1/4

3 3/8
3 1/2
3 5/8
3 3/4

4

4 1/4

4 1/2
4 3/4

5

5 1/4

5 1/2
5 3/4

6

6 1/4

6 1/2
6 3/4

7
7 1/4
7 1/2
7 3/4

8
8 1/4
8 1/2

2 9/16
2 11/16
2 13/16

2 15/16
3 1/16
3 3/16
3 5/16
3 7/16

3 9/16

3 11/16
3 13/16
3 15/16
4 1/16

4 5/16

4 9/16

4 13/16
5 1/16
5 5/16

5 9/16

5 13/16
6 1/16
6 5/16

6 9/16

6 13/16
7 1/16
7 5/16
7 9/16

7 13/16
8 1/16
8 5/16
8 9/16

8 13/16

57.2
60.5
63.5

66.8
69.9
73.2
76.2
79.5

82.6

85.9
88.9
92.2
95.3

101.6

108

114.3
120.7
127

133.4

139.7
146.1
152.4

158.8

165.1
171.5
177.8
184.2
190.5
196.9
203.2
209.6
215.9

65
68.3
71.4

74.7
77.7
81

84.1
87.4

90.4

93.7
96.8

100.1
103.1

109.5

115.8

122.2
128.5
134.9

141.2

147.6
153.9
160.3

166.6

173
179.3
185.7
192

198.4
204.7
211.1
217.4
223.8

44
48
52

56
60
64
68
72

76

80
84
88
92

100

108

116
124
132

140

148
156
164

172

180
188
196
204
212
220
228
236
244

34

38

42

54

74

78

96

104

110
112

134

142
144
146

168

174

1 15/16 2 1/4 49.2 57.234

2 1/16 2 3/8 52.4 60.338

2 3/16 2 1/2 55.6 63.542

2 9/16 2 7/8 65.1 73.054

3 1/8 3 7/16 79.5 87.472

3 5/16 3 5/8 84.1 92.178

3 7/8 4 3/16 98.4 106.496

4 1/8 4 7/16 104.8 112.7104

4 5/16 4 5/8 109.5 117.5110
4 3/8 4 11/16 111.1 119.1112

5 1/16 5 3/8 128.6 136.5134

5 5/16 5 5/8 134.9 142.9142
5 3/8 5 11/16 136.5 144.5144

5 7/16 5 3/4 138.1 146.1146

6 1/8 6 7/16 155.6 163.5168

6 5/16 6 5/8 160.3 168.3174

sizes as per SAE Standard

Design Type Ordering Code : TS

Ordering Code

M01 Band 
T-Bolt, Trunion, Nut & Spring

:
:

SS 301 / 304
SS 301 / 304

UPC code can be made available on request.

Example for Ordering Code

TS M01 B08 100

Design Type

Material Grade

Size

Band width (BW)

M02

M05

M06

M10

M15

M16

Band & Trunion
T-Bolt, Nut & Spring
Band 
T-Bolt, Trunion, Nut & Spring
Band 
T-Bolt, Trunion, Nut & Spring
Band, T-Bolt,Trunion 
Nut & Spring
Band, T-Bolt,Trunion  
Nut & Spring

Band 
T-Bolt, Trunion, Nut & Spring

:
:
:
:
:
:
:
:
:
:
:
:
:
:

SS 301 / 304
Plated Carbon Steel
SS 201 / 202
Plated Carbon Steel
SS 316
SS 316
SS 201 / 202
Plated Carbon Steel
SS 301 / 304
Plated Carbon Steel
SS 301 / 304
Plated Carbon Steel
SS 301 / 304
Plated Carbon Steel

Band, Trunion & Spring 
T-Bolt & Nut

M17

Ordering Code

B08 Band :
:

19 mm     (0.75”)
22.5 mm (0.89”)

Note: Helical Spring is generally made in high carbon steel unless special
requirement is specified. 

Ref. standard: SAE J1508 Type “SLTB”

• Constant band tension.

• Spring mechanism compensates for



Size
Ordering Code

40

SAE
Sizes

Min Dia
(in)

Max Dia
(in)

Min Dia
(mm)

Max Dia
(mm)

2 1/8 2 7/16 54.1 6240

44
48
52

56
60
64
68
72

76

80
84
88
92

100

108

116
124
132

140

148
156
164

172

180
188
196
204
212
220
228
236
244

2 1/4
2 3/8
2 1/2

2 5/8
2 3/4
2 7/8

3
3 1/8

3 1/4

3 3/8
3 1/2
3 5/8
3 3/4

4

4 1/4

4 1/2
4 3/4

5

5 1/4

5 1/2
5 3/4

6

6 1/4

6 1/2
6 3/4

7
7 1/4
7 1/2
7 3/4

8
8 1/4
8 1/2

2 9/16
2 11/16
2 13/16

2 15/16
3 1/16
3 3/16
3 5/16
3 7/16

3 9/16

3 11/16
3 13/16
3 15/16
4 1/16

4 5/16

4 9/16

4 13/16
5 1/16
5 5/16

5 9/16

5 13/16
6 1/16
6 5/16

6 9/16

6 13/16
7 1/16
7 5/16
7 9/16

7 13/16
8 1/16
8 5/16
8 9/16

8 13/16

57.2
60.5
63.5

66.8
69.9
73.2
76.2
79.5

82.6

85.9
88.9
92.2
95.3

101.6

108

114.3
120.7
127

133.4

139.7
146.1
152.4

158.8

165.1
171.5
177.8
184.2
190.5
196.9
203.2
209.6
215.9

65
68.3
71.4

74.7
77.7
81

84.1
87.4

90.4

93.7
96.8

100.1
103.1

109.5

115.8

122.2
128.5
134.9

141.2

147.6
153.9
160.3

166.6

173
179.3
185.7
192

198.4
204.7
211.1
217.4
223.8

44
48
52

56
60
64
68
72

76

80
84
88
92

100

108

116
124
132

140

148
156
164

172

180
188
196
204
212
220
228
236
244

42

54

74

78

96

104

110
112

134

142
144
146

168

174

2 3/16 2 1/2 55.6 63.542

2 9/16 2 7/8 65.1 73.054

3 1/8 3 7/16 79.5 87.472

3 5/16 3 5/8 84.1 92.178

3 7/8 4 3/16 98.4 106.496

4 1/8 4 7/16 104.8 112.7104

4 5/16 4 5/8 109.5 117.5110
4 3/8 4 11/16 111.1 119.1112

5 1/16 5 3/8 128.6 136.5134

5 5/16 5 5/8 134.9 142.9142
5 3/8 5 11/16 136.5 144.5144

5 7/16 5 3/4 138.1 146.1146

6 1/8 6 7/16 155.6 163.5168

6 5/16 6 5/8 160.3 168.3174

Design Type Ordering Code : HTS

Ordering Code

UPC code can be made available on request.

Example for Ordering Code

HTS M02 B08 100

Design Type

Material Grade

Size

Band width (BW)

M02 Band & Trunion
T-Bolt, Nut & Spring

:
:

SS 301 / 304
Plated Carbon Steel

Ordering Code

B08 Band :
:

19 mm     (0.75”)
22.5 mm (0.89”)

Note: Helical Spring is generally made in high carbon steel unless special
requirement is specified. 

Ref. standard: SAE J1508 Type “SLTB”
•

clamping torque.
•  

capacity.

sizes as per SAE Standard



Example for Ordering Code

BC M01 B06 J2931

Design Type

Material Grade

Size

Band width (BW)

• High Torque clamp.
• Less space required compared to T bolt

clamp.
• Suitable for steel pipes for Exhaust

Systems.
•

Ordering Code
M01 All Parts : SS 301 / 304

M05

M17

Band
Barrel & Bolt

:
:
:
:

SS 201 / 202
Plated Carbon Steel
SS 301 / 304
Plated Carbon Steel

Ordering Code Band Width (BW)

Band : 20 mm max.B06

Band
Barrel & Bolt

Band : 25 mm max.B14

Design Type Ordering Code : BC

Ref. standard: SAE J1508 Type “J”
•

•
hoses.

• Available both in carbon & Stainless
Steel.

Design Type Ordering Code : OE

Ordering Code
M01
M11
M19

SS 304

Plated Carbon Steel
Galvanized Steel

Ordering Code

B12

Band Width (BW)
Band : 7.2 mm  (0.28”)

Example for Ordering Code

OE M01 B12 113

Design Type

Material Grade

Size

Band width (BW)

One Ear Clamp

Parts as per individual diameter and dimension 
can be made available.

Parts as per individual diameter and dimension 
can be made available.



UPC code can be made available on request.

Installation Torque 
60 in.lb (6.8Nm)

SIZE

TYPE A
Ref: ASTM C 564, ASTM C1277

Diameter

mm Inch

CA M01 D40 DN40 1.5"

CA M01 D50 DN50 2"

CA M01 D75 DN75 3"

CA M01 D100 DN100 4"

CA M01 D125 DN125 5"

CA M01 D150 DN150 6"

CA M01 D200 DN200 8"

CA M01 D250 DN250 10"

CA M01 D300 DN300 12"

60 in.lb (6.8Nm)

SIZE

FLEXIBLE COUPLING (REDUCER)
Ref:  ASTMC 1173-2002 AND CSA B602-2005

CR M01 D5040 DN75*40 "5.1-"2 

CR M01 D7550 DN75*50 3"-2"

CR M01 D10050 DN100*50

CR M01 D10075 57*001ND 4"-3"

CR M01 D125100 DN125*100 5"- 4"

CR M01 D150100 DN150*100 6"-4"

CR M01 D150125 DN150*125 6"-5"

CR M01 D200150 DN200*150 8"-6"

Diameter

mm Inch

All parts : SS 301 / 304
Ordering Code

M01

Design Type Ordering Code : CR

All parts : SS 301 / 304
Ordering Code

M01

Design Type Ordering Code : CA



UPC code can be made available on request.

•

Heavy-Duty trucks for emission control.
• Can withstand temperature up-to 600

• Easily Assembled & disassembled for
trouble-free service & maintenance of
DPF System.

Available sizes

Sizes Clamping 
Dia. (in)

Clamping 
Dia. (mm)

Equivalent OEM 
Part No

DTV-340.9 13.42 340.9 2871863

DTV-302.3 10.90 302.3 2871862

DTV-264.2 10.40 264.2 2871861

Example for Ordering Code
DTV M01 B10 DIA/MM

Design Type

Material Grade

Size

Band width (BW) 

Design Type Ordering Code : DTV

customer’s requirement.

is available to ensure 100% quality assured products

Ordering Code
M01

M03

All Parts

Band, Petal, Trunnion, Nut
T-Bolt

: SS 301/304
:
:

SS 301/304
SS 410 Plated

Ordering Code Band Width (BW)
Band : 22 mm max.B10
Band : 25 mm max.B14



Quick Release type medium duty V-band clamp

Saddle type Quick Release V-Band clamp

T-Bolt Type V-Band

This type of V-Band clamp is used where frequent removal of clamp is required. This lap gives convenience in fitments it is

nut need to be removed from the assembly.

These type of V-Band Clamps are used where frequent removal of clamp is not required. It's a standard and economical design
almost all types of V-Band clamps. 

is required. 



01: Strap/ Band & Latch Code
TV1-1-0520-R12-B3-S2

T-Bolt 
Type V-Band Clamp TV1

Full Band _Single Saddle type Quick Release 
Latch_ Series A V-Band Clamp QTVS 1

Quick Release type QVML 1
Medium duty V-Band 
Clamp

T-Bolt Type V-Band Clamp TV 2

Saddle Type Quick  
Latch_ Series B release V-Band Clamp  QTVS 2

Quick Release type
Medium duty V-Band QVML 2
Clamp

T-Bolt type V-Band Clamp TV 3 

Strap Band_Single Saddle type Quick 
Latch_ Series C release V-Band Clamp  QTVS 3

Quick Release type
Medium duty V-Band QVML 3 
Clamp

T-Bolt type V-Band Clamp TV 4

Latch_ Series D Release V-Band Clamp QTVS 4 

Quick Release type
Medium duty V-Band
Clamp QVML 4

TV1 QTVS1 QVML1

TV2 QTVS2 QVML2

TV3 QTVS3 QVML3

TV4 QTVS4 QVML4

Steps to determine V-Band clamp code



Code

Flange OD (ØD) +0.125 in (3.175mm)  If (ØD-ØD1)/2 is more than 0.14"(3.5mm)

Flange OD  (ØD)+0.094 in (2.387mm) If (ØD-ØD1)/2 less than 0.14"(3.5mm)

e.g.: 5.075+0.125= 5.20 in diameter, 0520

TV1-1- -R12-B3-S20520
03: Retainer Inside Diameter Code

02: Retainer Segments Code
TV1- -0520-R12-B3-S21

inch (304.8mm) and lager diameter. It can be used only for band and latch
series A & C. 

2 It can be used for diameter range from 8 to 10Inch(203-254mm). It can't be
used with band & latch style Series C.

3 It is generally used for Diameter range from 2 to 4 inch(50 to 100 mm).It can
be used only in series A of band and latch style. Above 4 inch sizes are
available upon request. 

4 It is recommended for larger sized couplings (above 6inch).
It can be used only in series A & B. 



Series R10

Series R12

Series R15

Series R18

Series R20

Series 23

04 : Retainer Series Code
TV1-1-0520- -B3-S2R12

Note : All dimensions are in inches.



TV1-1-0520-R12- -S2B3

Material Code Pressure In psi 
(MPa)

Max. Recommended 
Torque inch -Lbs(Nm) Strength Lbs(Kg)

AISI 
15B25 / 1541 CS 125000-145000 

(860-1000)

1/4" - 28 UNF 90 (10.2) 4370 (1983)

5/16" - 24 UNF ---- ----

M8  X 1.25 ---- ----

AISI 
303 / 304 B3

1/4" - 28 UNF 75 (8.5) 3322 (1508)

5/16" - 24 UNF 180 (20.3) 5320 (2414)

M8 X 1.25 180 (20.3) 5320 (2414)

AISI 410 / 430    B4P 140000-160000 
(960-1100)

1/4" - 28 UNF 90 (10.2) 4370 (1983)

5/16" - 24 UNF 240 (27.1) 7000 (3177)

M8 X 1.25 240 (27.1) 7000 (3177)

AISI 410 / 430 B4H 160000-160000 
(960-1100)

1/4" - 28 UNF 90 (10.2) 4370 (1983)

5-16"- 24 UNF 240 (27.1) 7000 (3177)

M8 X 1.25 240 (27.1) 7000 (3177)

AISI 316 W

1/4" - 28 UNF ---- ----

5/16" - 24 UNF ---- ----

M8 X 1.25 ---- ----

05: Bolt Code



Nut Code Temprerature Thread Size

Self- Locking Nyloc Nut 
Plated Carbon Steel N1 250˚ F (120°C)

1/4" - 28 UNF
5/16" - 24 UNF

M8 X 1.25

Self - Locking Nyloc Nut 
AISI 303 / 304 N2

800˚ F (425°C)

1/4" - 28 UNF
5/16" - 24 UNF

M8 X 1.25

Self - Locking Nyloc Nut 
N3

800˚F (425°C)

1/4" - 28 UNF
5/16 “ - 24 UNF

M8 - 1.25

Self - Locking Nyloc Nut
AISI 316 N4

250˚ F (120°C)

1/4" - 28 UNF
5/16" - 24 UNF

M8 X 125

Plated Carbon Steel S1 250˚ F (120˚C)
1/4" - 28 UNF

5/16" - 24 UNF
M8 X 125

AISI 303 /304 S2 800˚ F (425˚C)
1/4" - 28 UNF

5/16" - 24 UNF
M8 X 125

S3 800˚ F (425˚C)
1/4"- 28 UNF

5/16" - 24 UNF
M8 X 125

AISI 316 S4 250˚ F (120˚C)

1/4" - 28 UNF
5/16" - 24 UNF

M8 X 125
(Available on request & Qty.)

Hex Nut Plated Carbon Steel H1 250˚ F (120˚C) No Self-Locking Property

Hex Nut AISI 303 / 304 H2 800˚ F (425˚C) No Self-Locking Property

Hex Nut AISI 303 / 304 with Silver H3
800˚ F (425˚C)

No Self-Locking Property

Hex Nut AISI 316 H4 250˚ F (120˚C) No Self-Locking Property
(Available On request & Qty.)

Long 3 Prong Knob K

06: Nut/Knob/Handle Code
TV1-1-0520-R12-B3-S2



Example for Ordering Code

AVB M03 B06 DIA/MM

Design Type

Material Grade

Diameter

Band width (BW)

Ordering Code

M01 Band & Petal 
Barrel

: SS 301 / 304

Ordering Code
B06 Band : 20 mm  max.

: SS 301 / 304

B14 Band : 25 mm  max.

M03 Band, Petal, Trunion & Nut
Barrel

as per requirement.

Band Width Grade
20 mm
25 mm

M6
10.9
8.8

M8

T-Bolt Size

UPC code can be made available on request.

Ÿ High tensile Allen bolt with threaded

barrel.

Ÿ Easy and fast fitment.

Design Type Ordering Code : AVB



U-Clamp
(Light Duty)

SS Worm Driv ed ClampV-Profile Clamp

V-Profiled Clamp with c Worm Drive Clamp with V-Petals

Double T-Bolt Oblong Clamp

Double T-Bolt Rectangle Clamp

Dual Bridge SS Worm Drive Clamp





Our mission is to be unsurpassed as a provider of high quality service 
and products to our customers through the cooperative effort of a 

highly motivated and educated group of self-actualizing employees. 
Our diverse array of valid customers and manufacturers in the automo-
tive, electronics, electric motors, appliances, and plastic/rubber mold-
ing industries has provided us with ample experience to provide you 

with our knowledge and expertise.

MISSION

Looking for a higly detailed and customized bolt or simple nut or what have you? 
Look no further. At Unique Fasteners, we offer you the best in the world. With more 
than 50 years of combined experience, we have been helping our large clientele of 
numerous fortune 500, mid-sized and small companies with exceptional products 
from leading manufacturers around the globe. We leave no stone unturned for a 
highly customized, timely and quality service. The stocking program lets us store 

product in our spacious 200,000 sq. ft. 
warehouse in Sugar Land, TX, and maintain two to three months of inventory at all 

times.

Working with us will provide you peace of mind and reliable quality assurance 
because we work extremely hard to ensure smooth transactions at a competitive 

price. We make sure that Unique fasteners provides you a unique and personalized 

ABOUT US

12510 Cardinal Meadow Dr. Sugar Land, Texas 77478 
CALL US 1.855.761.2146
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